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D I M E N S I O N S

Placement Options
On Wall | Indoor | Outdoor
Use
Multichannel | Distributed Audio
Enclosure
Aluminum | Ported (2ch) or Sealed (3ch)
Recommended Amplifier
40W (Per Channel)
Driver
3” Full Range (Per Channel)
Impedance
8Ohms (Dual) |16Ohms (Single)

Frequency Response: 
85Hz - 20KHz (2ch)
100Hz - 20KHz (3ch)
Sensitivity
91dB SPL 1W/1m 
Downlights
Yes | PWM Dimmable | 12V | Warm and Natural 
White                      
Weight 
10.58 lbs | 4.78 Kg ( 2ch | Single Driver )
14.98 lbs | 6.79 Kg ( 2ch | Dual Driver )
12.78 lbs | 5.79 Kg ( 3ch )

* Specifications, dimensions, and prices are subject to change without notice

E N C L O S U R E

C O L O R S

G R I L L E
Fabric Aluminum

Brushed Painted

Built with the best quality extruded aluminum, with anodized brushed finishes, Outline Soundbars Series 
provides the best possible sound in its category.
Super slim 2.68” thin cabinet and custom width sizes makes it the best partner form most of the new TV 
models. Available in 3 three versions, 2 and Dual 2 and 3 channels, no soundbar can be so flexible for 
custom installs.
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